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Preface
First of all, thank you very much for your purchase of my company's multi-functional skin tester!
The tester is a kind of special purpose digital video cameras, it is combined with a special
magnifying lens and a variety of special ultra high brightness LEDs, with imported Polaroid, and
having white light, ultraviolet light, polarized light three special effects at a suit. The tester has a
magnification of 100X and can be viewed in real time, taking photos and video recording.

The tester is widely used in hospitals, clinics, medical institutions, medical institutions and beauty
industries worldwide. It’s very helpful and practical in diagnosis and treatment of skin problems,
and it’s very convenient to record and compare the skin conditions at different stages of a patient.
It’s used for clinical examination of dermatological diseases, hair, skin care, cosmetics. In the
field of skin observation, hair transplantation, plastic surgery, it’s also used to assist with testing.
Sometimes even if the doctor is not around, you can use the tester to check, take photos and
videos on your own, and then send the skin condition record to the doctor for diagnosis and
further treatment.

Features:
Capture images and video
Magnification of 100X (optical)
Real-time observation
Taking photos and videos
Ultraviolet light effect
Polarization effect

Applications:
Dermatology department
Check the skin
Electronic medical records (EMR)
Medical spa
Hospitals and clinics
Medical colleges
Beauty salon
Beauty institutions
Beauty sales
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Parts & specification:

Sensor: high-performance sensor
Main chip: 24Bit DSP
Magnification: fixed 100X
Photo/video: supported
Light source: a variety of special LEDs
Static resolution: 640x480
Digital zoom: supported
Unique technology: UV and polarized light
Image resolution: 640x480
CD: contains driver, system component, user manual
Support systems: WIN XP/VISTA / 7/8/10, 32-bit and 64-bit
Power supply: USB (5V DC)
Interface support: USB 2.0, 3.0 & USB 1.1
Dynamic frame: 30f/s
Hardware requirements: Pentium main frequency 1000MHz; Memory 512MB or more; Available
hard disk space above 1G
Support language: Chinese (simplified), English (other languages customized)
Product color: Silver, (other colors customized)
Main dimensions: 180mm (length) 33mm (outer diameter)
The packing weight of the machine is 180g

Testing
Cap

Indicator



4

Safety warnings and cautions:
1. Do not disassemble the product, so as to avoid the electrostatic breakdown precision chip.
2. Do not use organic solvent to clean the product such as alcohol.
3. Don't touch the lens with your fingers to avoid scratches and smudges on the surface.
4. Avoid high temperature and high humidity and prevent short circuit of electronic devices. The
product does not have waterproof function, please avoid rain and water.
5. The use of this product and storage temperature moderate range: 0°~ 40°C, relative humidity:
45% RH to 85% RH
6. If foreign matter or water/liquid are entered into products, please remove the USB cable. And
send it to the maintenance center for maintenance. Do not handle it yourself.

Packing content:
Multi-functional Skin Tester 1
Micro-USB Power cable 1
User Manual 1
CD 1

Supported hardware requirements:
Pentium main frequency 1000M Hz above, memory 512MB, usable hard disk space 1G above,
and Windows 2000, XP, VISTA, WIN7, WIN8, WIN10 operating system.

How to install the Driver
The Digital Microscope is a free Driver Product，it can be worked immediately after connected to
the computer with operation system above win2000 version.
1. Connect the Portable digital microscope by USB2.0 cable to your computer, double click “my

computer” icon on your computer desktop, below interface will be shown up.
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2. Double click the Video device icon as above red marked in your computer. Now it is ready to
use.

If you can’t find the Video device, or if your computer can’t recognize it, please follow below steps
to install the driver. Insert the attached CD, open “My Computer”, and double click the “DVD/CD
Driver” to open the CD.

Driver installation
Choose and install the Driver, then reset the computer
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Reset the computer after driver installation at once;
Installation may be blocked by the antivirus software, so let the antivirus software allow all
processes, or close the antivirus before installing. If installation succeeds, you can see the icon
on the Toolbar, also the software desktop icon, double click to run it.
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Now you can use the tester. Click on the icon on desktop. Check the hairs on skin, you’ll see the image
like the following picture.

Application effects
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FAQ

1. Buttons Invalid
Be sure to follow the instructions or user manual when the driver is installing, There must be no
interception or block by anti-virus software when installing. Otherwise, there must be something
wrong happened later on. When the anti-virus software pops up for the "select" tips, all must be
chose to "allow", if not chosen or late, anti-virus software will default stop or block it , there will be
abnormal results happened later on. After the installation, you must restart the computer. Other
restart methods may cause abnormal function. Once it's blocked by the anti-virus software in the
computer, the only way is to find it and release it from the blacklist list of anti-virus software in
your computer, and mark the software "trust". Or completely delete anti-virus software, this
software can then return to normal. If buttons still doesn’t work, you can also uninstall this
software, re-connect the microscope, and then install and do it according to the correct operating
procedures of user manual.

2. Installing of driver software is failed or it doesn’t work when running.
First of all, please make sure your system is fully functional or at least better than Windows 2000
version, and make sure the EXE program will be running without problem. Second, your system
may lack of the net framework system components, the CD comes with system components,
please install. Third, if your system is 64-digit, Win8, Win10, due to the security of the system has
been improved, so the software is required to be authorized and to set up a compatible mode,
and thus can lead to normal installation and normal running of system in your computer . Setting
as shown below:
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3. Don’t know how to use the PC.
Before you buy this product, you have known that this product will require the operation of the
computer, so the basic operation and knowledge of the computer is required for you. Otherwise,
please ask someone else to help you use it. At the beginning of the use, please read carefully the
instructions and the user's manual in the CD.

4. Although I have done it according to the instructions of all the corresponding operation,
The product still doesn’t work in the computer.
Please change a computer to try again, since there are too many versions of computer system,
some of which have been changed, and some version of system function has been simplified,
which will have some unpredictable problems. So we also recommend that you use a legitimate
Windows system. It may also be blocked by anti-virus software, you can try to uninstall it.

5. The driver software is installed successfully, but there is no response to the
microscope. The display of screen of driver software is strange.
Please check the driver software AMCAP, the menu "device" should be selected as the
microscope GL CAM. The reason is that there are other camera devices in the computer, other
camera device was setted as the default device by this driver software, so it is necessary to set
up here.


